
Debut ConneX Powered Speaker System 
Simplicity and Versatility! 

The Debut ConneX DCB41 powered bookshelf speakers define how simple it can be 
to deliver a premium audio experience for both, movies and music. Featuring a wide 
variety of inputs (HDMI ARC, Analog/Phono, Optical, USB and Bluetooth), and 
matched with optimally designed drivers and amplifiers, the DCB41 delivers a truly 
exceptional audio experience. 

Debut ConneX DCB41 
Powered Speaker System 

Simply Connected 
ELAC’s  DCB41s with its versatile inputs are 
designed to connect to a variety of sources 
without additional equipment, resulting in 
Premium Audio Simplified. 
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 Rear Firing Ports 

For better lower 
frequency extension 
and to minimize 
ventilation noise, the 
bass reflex port on the 
DCB41 is directed to 
the rear, in an “S” 
configuration.  

XBass Enhancer 
XBass is a proprietary 
bass enhancement 
circuit providing a 
overall better bass 
output.  

Long Excursion Woofer 
A long excursion 
woofer with wide-rolled 
surround provides 
increased output for 
added bass extension.   

Custom Waveguide 
A custom designed 
waveguide controls 
dispersion and 
directivity improving 
overall imaging and 
balance.   

SPEAKER TYPE BASS REFLEX / POWERED 

AMPLIFIER POWER 50 WATTS X 2 

TWEETER 3/4” SOFT DOME 

INPUTS HDMI (ARC) X 1 

 LINE / PHONE (SWITCHABLE) X 1 

 USB (96kHz 24-Bit) x 1 

 OPTICAL X 1 

 BLUETOOTH (AptX) 

OUTPUTS SUBWOOFER and SPEAKER 

REMOTE CONTROL YES (INFRARED) 

INLCUDED ACCESSORIES REMOTE CONTROL, BATTERIES, HDMI 
CABLE, SPEAKER WIRE, POWER CORD, 
RUBBER FEET, GRILLES 

FIRMWARE UPGRADEABLE YES (USB) 

WOOFER 4 1/2” POLYPROPYLENE 

VOLTAGE 120—240 VOLTS 

COLORS BLACK, WALNUT, ROYAL BLUE 

DIMENSIONS  (W X H X D) 5-1/2” X 9-5/8” X 8” Each Speaker 

WEIGHT 7.6LBS (POWERED SPEAKER) /  6.3LBS 
(PASSIVE SPEAKER) 

FREQUENCY RESPONSE 66Hz—25,000Hz (Anechoic)  

50Hz—25,000Hz (In-Room) 

MAXIMUM SYSTEM OUTPUT 102dB @ 1m 
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